INDEX OF SHEETS

COVER SHEEY

GENERAL NOTES

i, THE STANDARDS AND REVISION NUMBERS LISTED SHALL APPLY TQ THIS

PROJECT.

T. AT LOCATION NG. i, THE MILLING DEPTH WILL BE 2 1/2” FROM STA. 12450 1O
STA. BI495; THEN 1 1/72 TO THE INTERSECTION OF IL 177 AND H. 127, THE MILLING

?-7 ?ﬁfk:\f ;H Eggi&éﬁg?“ NOTES, COMMITMENTS & STANDARDS DEPTH AT LOCATION MO. 2 WILL BE 2 1/4“ FROM STA. B5+50 TO STA. 92485 THE
ots S CHEDULES 2. IHLINDIS STATE LAW REQUIRES A 48-HOUR NOTICE BE GIVEN TO UTILITIES REMAINING PAVEMENT AT THIS LOCATION SHALL BE MILLED 1 1/2". ALTUAL
oy LOCATION NO. | - WEST OF 1-64 TO IL 127 BEFORE DIGGING, FIELD MARKING OF FACILITIES MAY BE OBTAINED BY MILLING DEPTHS MAY VARY DEPENDING ON THE EXTENT OF THE CHANNELIZATION.
12, ROADWAY LAYOUT CONTACYING JLUL.LE, OR FOR NON-MEMBERS, THE UTILITY COMPANY IT 15 ESTIMATED THAT 158,464 5C. YDS. (14,660 TONS} OF HOT-MIX ASPHALT
13.-16. TYPICAL SECTIONS DIRECTLY. AGENCIES KNOWN TO HAVE FACILITIES WITHIN THE PROJECT SURFACE WILL BE REMOVED, THE COST OF ALL SAWCUTS AND MILLING
" DETAILS AREA ARE AS FOLLOWS: I??iiﬁwsﬁ’?i’l?“?éﬁﬁ3&”??; ?gggécwcsn IN THE GONTRACT HOT-MiX
i; r:ggugg‘&cggc PETAILS « AMEREN ILLINOIS (GAS & ELECTRIC)
- » CHARTER COMMUNICATIONS, INC. (CTV) 8. FLAGGERS WILL BE REQUIRED AT ALL TIMES DURING PATCHING OPERATIONS.
19. CAST IRON SURVEY MONUMENT COVER :
2021 PATCHING AND FRENCH DRAINS AT 1-64 « CLEARWAVE COMMUNICATIONS (COMMUNICATIONS)
22, BOX CULVERT END SECTION AND PAVEMENT MARKING DETAILS : ;ggfg}{%’; *;%if:' é’;ﬁ-ﬁ;cg";ng;?miﬁ;) 3. NG OVERNIGHT LANE CLOSURES WILL BE PERMITTED.
29.2_:;23 aociiigyfg}.PzAV-EMzENzgj\j:;z? r[i:ETTE%:AQéE] o4 INTERCHANGE » YILLAGE OF IRVINGTON (WATER & SANITARY SEWER) 10. SIDEROADS AND ENTRANCES SHALL BE OPEN 10 TRAFFIC AT ALL TIMES.
v, ROADWAY LAYOUT o« CITY OF NASHVILLE (GAS) AGGREGATE FOR TEMPORARY ACCESS HAS BEEN INCLUDED N THE PLANS.
S0.-31 TYPICAL SECTIONS » GITY OF MASHVILLE (WATER & SANITARY SEWER)
32 RESURFACING DETAILS = VILLAGE OF NEW MINDEN (WATER & SANITARY SEWER) 1. ANY EXCAVATION OR DROP-OFF MORE THAN 37 AT EDGE OF PAVEMENT SHALL BE
’ * VILLAGE OF OKAWVILLE (WATER & SANITARY SEWER) PROTECTED WITH BARRICADES AND APPROPRIATE LIGHTING.
33, BOX CULVERT END SECTION AND GUARDRAIL DETAILS
34.-36. EXISTING PAVEMENT MARKING DETAILS FROM MICROFILM » TRI-COUNTY ELECTRIC COOPERATIVE, INC. :ELECTRIO)
37040 DETAIL SHEETS APPLICABLE 10 BOTH LOCATIONS = WASHINGYON COUNTY (WATER) $2. 'ROAD CONSTRUCTION AHEAD’ SIGNS SHALL BE PLACED AT THE BEGINNING OF
o CONCRETE COLLAR FOR PRECAST BOX CULVERT END SECTION THE PROJECT PLUS THE INTERASECTING SIDERDADS., AND WILL BE CONSIDERED
.y EXAMPLE PRECAST CONCRETE BOX CULVERT END SECTION (MEMBERS OF JU.L.LE. (B00) 892-0123 ARE INDICATED BY . NON-JLL.L.LE. INCLUDED 13 THE TRAFFIC CONTROL PAY ITEMS. ALL CONSTRUCTION SIGNS SHALL
by EXAMPLE GRATING FOR PRECAST CONCHETE BOX CULVERT END SECTION MEMBERS MUST BE NOTIFIED INDIVIDUALLY. BE 48" X 48“ FLUORESCENT ORANGE.
40. CURB MARKING OETAILS 3. THE CONTRAGTOR AND THE ENGINEER SHALL BE AWARE THAT NO SURVEY WAS £3. THE CONTRACTOR SHALL POST AND MAINTAIN THE ROADWAY WITH “NO PASSING
PERFORMED FOR THIS PROJECT, THE STATIONING AND TOPGGRAPHY SHOWN IN THE ZONES NOT STRIPED NEXT MILES” SIGNS UNTH. MARKINGS HAVE BEEM RESTORED IN
PLANG WAS CREATEQ USING MICROFILM AND FIELD MEASUREMENTS. BOTH SHALL ACCORDANCE WITH ARTICLE TOLIT(C).
BE ASSUMED TO BE APPROXIMATE., THE CONTRACTOR SHALL VERIFY DIMENSIONS AND
CONDITIONS IN THE FIELD PRIOR TO CONSTRUCTION AND ORDERING OF MATERIALS. 14, ALL TRAFFIC CONTROL DEVICES AS HEREIN SPECIFIED AND ANY ADDITIONAL
TRAFFIC CONTROL DEVICES AS OEEMED NECESSARY BY THE RESIDENT ENGINEER
4. SHORT TERM PAVEMENT MARKING SHALL BE APPLIED TO THE MILLED, PRIMED, SHALL BE INCLUDED IN THE CONTRACT TRAFFIC CONTROL AND PROTECTION PAY
BINDER COURSE AND FINAL SURFACE COURSE. ONLY THE REMOVAL OF THE FINAL ITEMS.
SURFACE APPLICATION WILL BE PAID FOR (WORK ZOME PAVEMENT MARKING
REMOVAL - S0. FTh. AN AMOUNT OF TEMPORARY PAVEMENT MARKING WHICH 15, ALL ODISTURBED EMBANKMENT AREAS SHALL BE SEEDED WITH CLASS 2A SEED,
EGUALS THE AMOUNT OF PERMANENT PAVEMENT MARKING HAS ALSO BEEN FERTILIZED AND MULCHED AS PER SECTION 250 OF THE STANDARD SPECIFICATIONS
ADDED TO THE PLANS. AND AS DIRECTED BY THE ENGINEER, THE GOST FOR PERFORMING THIS WORK SHALL
BE CONSIDERED INCLUDED IN THE UNIT PRICE BID FOR THE ITEM OF WORK INITIATING
THE DISTURBANCE.
5. THE FOLLOWING MIXTURE REQUIREMENTS ARE APPLICABLE FOR THIS PROJECT:
MIXTURE USE SURFACE__ | LEVEL BINDER |  WIDRMNG | F. D. PATCHING AL EXISTING PAVEMENT MARKINGS AXD LOCATIONS IHGLUDING AL LANE WARKINGS,
:igpg oy SP;E 6;,;:2 SPSE 6;:5 ;?E 6,:?;5 sfs 6;:»:5 STOP-BARS AND SYMBOLS. AFTER COMPLETION OF HMA DVERLAY CPERATIONS THE
- : : : : : : : : PROPOSED THERMOPLASTIC PAVEMENT MARKING SHALL BE PLACED AT THE EXISTING
TANDARDS DESIGN AIR YOIDS | 4.0% @ Ndes=70 | 4.0% & Ndes=70 | 4.0% @ Ndes=70 | 4.07% & Ndes=10 DOCUMENTED LOGATIONS UR AS DIRECTED 1N THE PLANS.
S MIX COMPOSITION
(GRADATION MIXTURE) It 8.5 iL 9.5 FG i, _18.0 FG 19,0 FG 17. A NOTCHED WEDGE LONGITUDINAL JOINT WILL BE REQUIRED AT LOCATION NO. 1
FRICTION AGG MIXTURE "¢7 MIXTURE "¢ MIXTURE "B MIXTURE "B WHERE THE SURFACE COURSE 1S BEING PLACED IN A SINGLE 2 1427 LIFT {STATION
00CCO1-06  STANDARD SYMBOLS, ABBREVIATIONS AND PATTERNS 12450 YO STATION B1+95), THIS WORK SHALL BE PERFORMED ACCORDING TO ARTICLE
OD:0D1-0Z  AREAS OF REINFORCEMENT BARS 1-64 INTERCHANGE 406.06 () (2} OF THE STANDARD SPECIFICATIONS WITH THE EXCEPTION THAT THE WGRD
22;‘2}3?_ o éﬁgg g' Ag‘; é’*i’l{’(‘iﬁss"’: A FoOT MIXTURE USE POLY SURFACE | INCIDENTAL SURF |SHOULOERS > 2.26“GHOULDERS { 2.26" “BINDER” SHALL BE REPLACED WITH “SURFACE™.
3000110 STEEL PLATE BEAM GUARDRALL AC/PG SBS PG 76-22 PGS 64-22 PG 64-22 PG 64-22
i RAF % A SFE SRR SEE SPEC. SEE SPEC, B SPEC. 18. A QUANTITY FOR FURNISHED EXCAVATION HAS BEEN PROVIDED FOR USE AT THE
630301-06  SHOULDER WIGENING FOR TYPE 1 (SPECIAL} GUARDRAIL TERMINALS - - : - PROPOSED BOX CULVERT END SECTIONS AND GUARDRAIL END TERMINALS AS NEZDED 10
631031~12 TRAFFIC BARRIER TERMINAL, TYPE & DESIGN AIR VOIDS 4,07 7 Ndos=3C 4,07 @ Ndes=T70 | **2.0% @ Ndes=30|+»2.0% & Ndes=30 MEET PLAN SPECIFICATIONS
635006-03  REFLECTOR AND TERMINAL MARKER PLACEMENT MIX COMPOSITION NMAS 374" NMAS 1/27 :
§35011-02  REFLECTOR MARKER AND MOUNTING DETAILS (GRADATION MIXTLRE) I 9.5 IL 85 19. TRENCHES DUG FOR THE PROPOSED HMA SHOULDERS 8" SHALL 8E FILLED THE
BT e R RMANEN T SRV E Yo MARKER Grmen FRICTION AGG MIXTURE D" MIXTURE “C” SAME DAY. NO OVERNIGHT TRENCHES WILL BE ALLOWED.
701101-04  OFF-ROAD OPERATIONS, MULTILANE, 15’ TO 24" FROM PAVEMENT EDGE
701201-04  LANE CLOSURE, 2, 2W, DAY ONLY. FOR SPEEDS = 45 MPH ee TOP LIFT SHOULDERS - DESIGN THIS MIX AT 2.0% VOIDS AND ADD 20. AGCREGATE FILL REQUIRED FOR THE PROPOSED CONCRETE MEDIAN REPAIR AT
701301-04  LANE CLOSURE. 2L. 2W, SHORT TIME OPERATIONS ASPHALT TO REDUCE VOIDS 7O 1.5%. LOCATION NO. 2 SHALL BE INCLUDED IN THE COST OF CONCRETE MEDIAN SURFACE,
701306-03  LANE CLOSURE, 2L, 2W, SLOW MOVING CPERATIONS DAY ONLY, FOR SPEEDS = 45 MPH a IncH,
T0134-03  LANE CLOSURE, 2L, 2W, MOYING OPERATIONS - DAY ONLY PLAN QUANTITIES FOR MOT-MIX ASPMALT SURFACE COURSE ITEMS ARE
701336-06  LANE CLOSURE, 2L, 2W, WORK AREAS IN SERIES, FOR SPEEDS = 45 MPH CALCULATED USING A UNIT WEIGHT OF 112 LB/S0 YO/IN.
701456-03  PARTIAL EXIT RAMP CLOSURE. FREEWAY/EXPRESSWAY
701501-06  URBAN LANE CLOSURE. 2t, 2W, UNDIVIDED 6. THE THICKNESS OF THE HOT-MIX ASPHALT SHOWN ON THE PLANS IS THE
70190103 TRAFFIC CONTROL DEVICES NOMIMAL THICKNESS, DEVIATIONS FROM THE NOMINAL THICKNESS WILL BE
780001-04  TYPICAL PAYEMENT MARKINGS PERMITTED WHEN SUCH DEVIATIONS OCCUR DUE TO IRREGULARITIES IN THE COMMITMENTS
781001-03  TYPICAL APPLICATIGNS RAISED REFLECTIVE PAVEMENT MARKERS EXISTING SURFACE OR BASE ON WHICH THE HGT-MIX ASPHALT 1S PLACED. NONE
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